Integration of Soot-Blowing Emissions with Routine Operating Data for
Existing Facilities

March 12, 1979
FROM:
Director, Divison of Stationary Source Enforcement
TO:
Ledie Carothers, Director Enforcement Divison, Region |

Thisisin response to your memo of January 25, 1979, concerning the effect of
soot-blowing emission on determining compliance with particulate emission limitations.
We have extensvely examined the soot-blowing issue and its implications when
determining compliance with the new source performance standard (NSPS) for fossil
fud-fired steam generators. We have determined that soot-blowing emissions must be
included when performance tests are conducted to satisfy the requirements of the
NSPS Subpart D. See attached memo for details on treatment of soot-blowing
emissons.

The determination to include soot-blowing emissions under NSPS were significantly
affected by the language in Part 60 which requires™...no owner or operator subject to
the provisons of this subpart shal cause to be discharged into the atmosphere from any
affected facility any gaswhich..." This language provides us with the justification to
include al emissons which are considered representetive of the operation of the
affected facility. Since soot-blowing occurs at regular intervals, these emissions cannot
be discarded as being aresult of an upset condition.

We do not know whether the language contained in the Maine state implementation
plan (SIP) is consstent with the NSPS language in that it provides for anever to exceed
emisson limit. Any decision to include or exclude soot-blowing emissons must be
judged by the language in a state's SIP. However, we believe that if the state SIP is
slent on theissue of soot-blowing emissons in determining compliance of asource it
would appropriate to interpret the never to exceed emission limit as requiring control of
soot-blowing emissions.

This gpproach in dedling with existing sources may be more stringent than the averaging
approach (see attached) we have elected to use in addressing new sources. Therefore,
unless the SIP in a gtate specificaly requires controlling soot-blowing emissions at dl
times, then we are recommending that the same method for determining compliance



with new sources be used for existing sources.

The approach for including soot-blowing emissions as described in the attached
determination isto used for compliance determinations for al new sources and dl
existing sources unless otherwise provided in the state SIP for existing sources.

If you have any additiond questions or comments, please give me acdl.

Edward E. Reich

cC:

Don Goodwin Enforcement Divison Directors [1-X
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